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Headlighting - xenon

D1R D1R NBV D5S

Type Nr. 85409 85409 12410

Voltage 85V 85V 12V

Power 35W 35W 25W

Lumen output 2,800 lm 2,800 lm 2,000 lm

Lifetime B3 2,000 h 2,000 h 2,500 h

Lifetime Tc 3,000 h 3,000 h 4,000 h

Regulations R99/DOT R99/DOT R99/DOT

Headlighting - halogen

H4 ED H4 BV+ H7 H7 LL H7 BV+* H17 ED

Type Nr. 12342 12342 12972 12972 LL 12972 BV+ 12642

Voltage 12V 12V 12V 12V 12V 12V

Power 60/55W 60/55W 55W 55W 55W 35/35W

Lumen output 1,650/1,000 lm 1,650/1,000 lm 1,500 lm 1,500 lm 55W 900/600 lm

Lifetime B3 350 h 200 h 330 h 700 h 180 h HB 100 / LB 200

Lifetime Tc 700 h 400 h 550 h 1,100 h 350 h HB 200 / LB 400

Regulations R37 R37 R37/DOT R37/DOT R37/DOT R37

H18 LL H18 HPLL H19 LL HS1 ED HS1 LL HS1 HP

Type Nr. 12643 LL 12643 HPLL 12644 LL 12636 12636 12636

Voltage 12V 12V 12V 12V 12V 12V

Power 65W 65W 60/55W 35/35W 35/35W 35/35W

Lumen output 1,700 lm 1,700 lm 1,750/1,200 lm 825/525 lm 825/525 lm 825/525 lm

Lifetime B3 700 h 1,000 h 900 h HB 100 / LB 200 HB 100 / LB 300 HB 100 / LB 200

Lifetime Tc 1,100 h 2,000 h 1,500 h HB 200 / LB 400 HB 200 / LB 600 HB 200 / LB 400

Regulations R37/DOT R37/DOT R37/DOT R37 R37 R37

3,500 K

*Also available with blue top coating
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Signaling

PR21W PR21/5W P21/5W ED P21/5W LL PY21W NA LL PY21W SV

e Nr.Type 12088 12495 12499 ED 12499 LL 12496 NA LL 12496 SV

Voltage 12V 12V 12V 12V 12V 12V

Power 25W 21/5W 21/5W 21/5W 21W 21W

tLumen output 110 lm 05/8 lm105 440/35 lm 440/35 lm 280 lm 280 lm

Lifetime B3 250 h 800 h450/80 275/600 h 500/800 h 500 h 250 h

Lifetime Tc 600 h 00 h1,000/2,000 500/1,600 h 1,250/2,000 h 1,000 h 500 h

ECE reg. R37 R37 R37 R37 R37 R37

RY10W NA RY10W NA ED NBVW5W N W5W NBV LL R10W ED

Type Nr. 12093 NA 12093 NA ED12 V12961 NBV 12961 NBV LL 12814 ED

Voltage 12V 12V 12V 12V 12V

Power 110W 0W10W 5W 5W 10W

Lumen output 75 lmlm 75 lm 50 lm 50 lm 125 lm

Lifetime B3 400 h 400 h 500 h 900 h 250 h

Lifetime Tc 1,000 h 1,000 h 1,500 h 2,000 h2, 625 h

ECE reg. R37 R37 R37 R37R3 R37


